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CHARTER TOWNSHIP OF MONITOR 

POLICY FOR USE OF THE TOWNSHIP ENGINEER IN 

THE EXTENSION OF THE TOWNSHIP WATER SYSTEM 

WHICH IS TO BECOME PART OF THE CHARTER TOWNSHIP 

OF MONITOR WATER SUPPLY SYSTEM. 

 

 

I. Watermains and Appurtenances 

 

The Township Engineer shall determine the size of all new watermains. In residential 

areas the size shall be 8-inch diameter with a minimum size being 6-inch for hydrant 

leads.  In commercial, industrial or high-density residential areas, the distribution lines 

shall be 12-inch diameter.  All watermains to be part of the Charter Township of Monitor 

system will be constructed by contractors approved by the Charter Township of Monitor 

and the Township Engineer. Specifications contract administration procedures will be in 

compliance with published township standards as established by the Township. 

 

All engineering work, plans and specifications must be approved by the Township 

Engineer prior to submission to the State of Michigan Department of Environmental 

Great Lakes and Energy. Staking of these projects shall be the responsibility of the 

design engineer and shall be accomplished when approved by the Township. Mylar 

tracing of the “as-built” construction shall be provided to the Township Engineer by the 

design engineer. 

 

Hydrants shall be provided at all intersections and in residential areas shall have a 

maximum spacing of 550 feet. Hydrants spacing in commercial, industrial or high-

density residential areas shall have a maximum spacing of 300 feet. On dead end 

watermains, hydrants shall be provided for flushing. All hydrants will be considered as 

part of the township system.  

 

II. Watermains located in Private Property 

 

All watermains, including all hydrants on private property, to be part of the Monitor 

Charter Township system will be installed by the contractors, approved by the Township 

Engineer and administered by the township. The Township Engineer will approve the 

size, location and appurtenances for the proposed watermain extension and will 

estimate the costs for inspection and administration fees. 

 

The property owner or developer shall deposit with the Township, the estimated costs 

for the inspection of the watermain extension and shall furnish easements to the 

Township. Upon receipt of the deposit, the township will approve the construction of the 

watermain extension, once the approval has been granted by the appropriate state 

agency. The actual cost of the project will be determined upon completion of the project.   
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III.  Fire Line Connection 

 

In the event that a parcel is presently served with a domestic water connection and 

where the owner or the developer requires increase flows for the fire protection, the new 

service shall be deemed to be a “fire connection. The fire connection and the fee shall 

be determined by the Township Engineer. 

 

IV.  The following applies to all township water main improvements. 

 

1.  Developer shall submit to Monitor Charter Township, for review by the 

Township Engineer, a plan showing the proposed work, permit from the 

agency having Jurisdiction over the road or street, proof of insurance in the 

name of the Charter Township of Monitor, the Township Engineer and the 

agency. The proposal shall be for all work required within the road right-of-

way or easement.   

 

2.  After the work is completed, a final cost accounting shall be prepared by the  

Township Engineer. Final adjustments and deposit shall be made by or to the 

developer. Project is finalized. 

 

3. The proposed work shall be in accordance with Monitor Charter Township’s 

Standard Specifications and the proposed work shall be inspected by the 

Township Engineer. The proposed fire line shall be pressure tested, 

disinfected and a bacteriological analysis performed on water samples in 

accordance with the Michigan Department of Public Health requirements and 

the standards of Monitor Charter Township. 

 

4. After the work in completed, a Final Cost Accounting shall be prepared by the                

Township Engineer. Final adjustments to the deposit shall be made by or to 

the developer. Project is finalized. 
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